Icom 7100 tips
June 29, 2021

Packet
Basic Winlink session setup for IC-7100:
1. Radio settings
2. WinLink Express settings
Radio Settings
1. Set DATA MOD to ACC
2. Frequency (packet) and mode (FM-D)
3. VSEND Select to OFF
Use the SET/CONNECTIONS Menu. 
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Choose packet gateway under Channel Selection and then set radio to gateway frequency. (i.e. 145.710)
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Winlink Settings Menu
Choose TNC type, Serial Port and Port Baud rate
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TN Connection
Packet TNC Type: | TNCX. 2
Packet TNC Mode Seral Pot: [COM&

Autoconnecttime: [Disabled Seral Pot Baud: (9600 v

TNC Parameters
© 1200Baud O 9600 Baud

TX Delay (Miliseconds): 200 v| [0 v

Maximum Packet Length: [128 v| [ v

Maimum Frames: |4 R v

Frack: |2 v 2 v

Persistance: 160 v| |z S

Shttime: |30 RE) v

Maximum Retres: |15 v 5 v
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Vara

Set DATA MOD to USB

[image: image4.jpg]e  MENU NB NR NOTCH SET MITOTONE RS
TUNER/CALL ~ MIC/RFPWR ~ SPEED/PITCH = P.AMP(ATT) DR QUICK K¥C

8 R R D DA S >
_ %g*‘i\m\t}"\“. N





Set Mode to USB-D
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Voice
Be sure to set DATA MOD to MIC
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